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CAUTION

= Do not short-circuit battery terminals;
= Do not charge under airtight conditions;
= Keep out the reach of children.
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IEB Deep Cycle Batteries are “absorbed glass matt”- better known as AGM batteries with the following features:
· Depth of discharge are up to 80%

· 1200 cycles at 50% depth of  discharge

· Can’t leak acid as it contains absorbed glass matt.

· Tolerate sub-zero temperatures
· Self discharge of 1-3%
· Sealed unit

· Low maintenance
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CONTACT : Frikkie   073 070 8545 // Jo 082 552 3917

Website: www.zmpompe.co.za  e-mail: frikkie@papersmith.co.za
59 Trump Street West, Selby, Johannesburg.
Tel: +27 11 240 6900 

Fax: +27 11 493 7755

	Specifications
	IEB 100C
	IEB200C
	IEB2V-1000AH

	Nominal Voltage
	12V
	12V     
	2V

	Rated Capacity (20 hour rate)
	100AH
	200AH
	1000AH

	Height (with terminals)
	243mm
	244mm
	367mm

	height
	214mm
	219mm
	330mm

	length
	327mm
	522mm
	475mm

	width
	172mm
	240mm
	175mm

	weight
	32kg
	62kg
	66.5kg


Characteristics
	Capacity
	20 hour rate     (5A)   (10A)
	100AH
	200AH
	

	
	10 hour rate     (9.5A)(19A)
	95AH
	190AH
	1000AH

	
	5 hour rate       (16A)   (32A)
	80AH
	160AH
	900AH

	
	1 hour rate       (60A)   (120A)
	60AH
	120AH
	620AH

	
	15 min. rate      (200A)(400A)
	50AH
	100AH
	652AH

	Internal resistance
	Full charged battery 77F (25C) 
	3.5
	2.5
	0.55

	Capacity affected 

By temperature

(20 hour rate)
	40C
	102%
	102%
	102%

	
	25C
	100%
	100%
	100%

	
	0C
	85%
	85%
	85%

	
	-15C
	65%
	65%
	65%

	Self-discharge

      (25C)
	Capacity after 3 months storage
	91%
	91%
	90%

	
	Capacity after 6 months storage
	82%
	82%
	80%

	
	Capacity after 12 months storage
	64%
	64%
	60%

	Max. discharge (25C)
	
	1500A (5S)
	3000A (5S)
	4000(5S)

	Terminal  standard
	
	F11
	F14
	F10

	                 optional
	
	F17
	F18
	

	Charging
	cycle
	
	Initial charging current 20A or smaller.
14.4V-14.8V/25C
	2.352.45V/25CMax Current

200A

	
	float
	
	13.5V-13.8V/25C
	2.25-2.3V/25C


	Depth of discharge                                                                                      
	vs
	                 Cycles             

	20%
	2000
	2000
	2000

	50%
	1200
	1200
	1200

	80%
	800
	800
	800
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